§173.160

this section, are excepted from other
requirements of this subchapter when
examined by the Bureau of Explosives
and approved by the Associate Admin-
istrator.

(g) Electrolyte, acid, or alkaline cor-
rosive battery fluid, packed with stor-
age batteries wet or dry, must be
packed in one of the following speci-
fication packagings:

(1) In 4C1, 4C2, 4D, or 4F wooden
boxes with inner receptacles of glass,
not over 4.0 LL (1 gallon) each with not
over 8.0 L (2 gallons) total in each out-
side container. Inside containers must
be well-cushioned and separated from
batteries by a strong solid wooden par-
tition. The completed package must
conform to Packing Group III require-
ments.

(2) Electrolyte, acid, or alkaline cor-
rosive battery fluid included with stor-
age batteries and filling Kkits may be
packed in strong rigid outer pack-
agings when shipments are made by,
for, or to the Departments of the
Army, Navy, or Air Force of the United
States. Packagings must conform to
military specifications. The electro-
lyte, acid, or alkaline corrosive battery
fluid must be packed in polyethylene
bottles of not over 1.0 L (0.3 gallon) ca-
pacity each. Not more than 24 bottles,
securely separated from storage bat-
teries and Kkits, may be offered for
transportation or transported in each
package.

(3) In 4G fiberboard boxes with not
more than 12 inside packagings of poly-
ethylene or other material resistant to
the lading, each not over 2.0 L (0.5 gal-
lon) capacity each. Completed pack-
ages must conform to Packing Group
IITI requirements. Inner packagings
must be adequately separated from the
storage battery. The maximum author-
ized gross weight is 29 kg (64 pounds).
These packages are not authorized for
transportation by aircraft.

(h) Dry storage batteries or battery
charger devices may be packaged in 4G
fiberboard boxes with inner receptacles
containing battery fluid. Completed
packagings must conform to Packing
Group III requirements. Not more than
12 inner receptacles may be packed in
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one outer box. The maximum author-
ized gross weight is 34 kg (75 pounds).

[Amdt. 173-224, 556 FR 52643, Dec. 21, 1990, as
amended at 56 FR 66270, Dec. 20, 1991; 57 FR
45463, Oct. 1, 1992; Amdt. 173-235, 58 FR 50502,
Sept. 27, 1993; Amdt. 173-234, 58 FR 51532, Oct.
1, 1993; Amdt. 173-246, 60 FR 49110, Sept. 21,
1995; 64 FR 10777, Mar. 5, 1999; 656 FR 58629,
Sept. 29, 2000; 66 FR 45379, 45380, Aug. 28, 2001]

§173.160 Bombs, smoke, non-explosive
(corrosive).

Bombs, smoke, non-explosive may be
shipped provided they are without igni-
tion elements, bursting charges, deto-
nating fuses or other explosive compo-
nents. They must be packaged in wood-
en (4C1, 4C2), plywood (4D) or reconsti-
tuted wood (4F) boxes, or plywood
drums (1D), which meet Packing Group
II requirements.

§173.161 Chemical Kkits.

(a) Except as otherwise provided,
chemical kits must be packed, marked,
and labeled as prescribed by this sub-
chapter for the specific corrosive mate-
rials contained therein.

(b) Chemical kits containing limited
quantities of corrosive liquids in inner
receptacles of not over 177 mL (6 fluid
ounces) capacity each are excepted
from labeling (except when offered for
transportation or transported by air)
and the specification packaging re-
quirements of this subchapter if all of
the following requirements are met:

(1) The kit may contain only corro-
sive liquids for which packaging excep-
tions are provided in the §172.101 table.

(2) This kit must be a strong wooden
or metal outer packaging, or must be
packed in a strong wooden or metal
packaging.

(3) The corrosive liquids must be
cushioned with sufficient absorbent
material to completely absorb the con-
tents of the individual containers, and
must be protected from damage by
other materials in the kit.

(4) The contents of the kit must be of
a nature and packed so there will be no
possibility of the mixture of contents
causing dangerous evolution of heat or
gas.

In addition, chemical Kkits meeting
these requirements are not subject to
subpart F of part 172 of this subchapter
(Placarding), to part 174 (Carriage by
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